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around entire footer

Typical each side

Equal spaces (min. spacing 16’-0’’)

Protective jacket anchor

see detail this sheet.

See protective jacket joint

detail this sheet.

No jacket joint shall

occur inside or end

within 4’ of square

corner.

Every effort shall be

made to minimize

number of jacket joints.

Cast-in-place

concrete footing.

B

B

Optional jacket

joint.

Equal spaces (min.

spacing 12’-0’’)

typ.  each end.

PLAN

Scale:  None
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jacket jointc þÿ ��’�’

þÿ�1 þÿ�1 

þÿ�2� þÿ�2�

Joint to be sealed with

epoxy and epoxy grout.

c/c

þÿ�2�-� ���’�’� � � � � �x� �7�’�

bolts with fiberglass nuts

spaced max.   12’’       vertically.

Top and bottom bolts to be

4’ from end of jacket.

PROTECTIVE JACKET JOINT DETAIL

Scale:  3’’ = 1’-0’’

4’
’

4’
’

Slope top of footing in this

area for drainage.

Limits of fiberglass

tape through each

trough (Typical).

8’
’

7’
’

Equal spacing

(max spacing

2’-0’’ typ.)

þÿ ��’�’� �p�r�

jacket.

2’’ protective jacket

anchor (typical).

Bottom of footing.
3’’

Footing

AA

SECTION B-B

þÿ�S�c�a�l�e�: &�’�

þÿ ��’�’� �P�r�o�t�e�c
4’’

þÿ ��’�’� �x� �2�’�’�

Jacket Anchor.

2’’ 2’’ 8’’ Fiberglass tape width of

each trough extend 3’’ onto

jacket face each side of trough.

3’
’
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SECTION A-A

þÿ�S�c�a�l�e�:� �1� ��

area for drainage.

Limits of fiberglass

tape through each

trough (Typical).

Equal Spacing

(max spacing

2’-0’’ typ.)

Top of Footing

þÿ ��’�’� �P�r�o�t�e�c

Scale: None

3.  

For other fiberglass and epoxy grout

material requirements see Special Provisions.

2.  

1.  

Notes:

Protective jacket

DETAIL A

DATE: OFFICE OF BRIDGE DEVELOPMENT

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

Inside of jacket shall be thoroughly cleaned.

 

 

 

Cast-in-place

concrete footing.

Fiberglass plate

þÿ &�’�’� �x� �7�’�’�,�

of joint.

4’
’

For Fiberglass requirements see 921.11.

See Detail ’’A’’

below.

DIRECTOR

OFFICE OF BRIDGE DEVEL.
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12/24/86

1-26-88

2-19-93

11-17-97

1-22-01

FIBERGLASS JACKET FOR

CAST-IN-PLACE CONCRETE FOOTING

BR-SB(6.11)-86-185


